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    SEE NOTES
   

NOTES: 
 
1.  MATERIALS AND FINISHES:
     BODY - BRASS, MATTE TIN PLATING
     SPANNER NUT, HEX NUT, CAP &
     RETAINING RING - BRASS, NICKEL PLATING
     LOCKWASHER - PHOSPHOR BRONZE, NICKEL PLATING
     INSULATORS - PTFE, NATURAL
     CONTACT - BeCu, GOLD PLATING
     CONTACT REAR - BRASS, GOLD PLATING
     
2.  ELECTRICAL: 
     A. IMPEDANCE:  75 OHM
     B. FREQUENCY RANGE:  DC - 12 GHz
 
3.  BNC RA BHD JACK SHIPS WITH ONLY ONE KIND OF
    THREADED NUT, ON CUSTOMER REQUEST.
 

4. MAX. PANEL THICKNESS : 1,52 [0.060] MAX.
 
5.  MECHANICAL:
     A. DURABILITY: 500 CYCLES MIN.
     B. TEMPERATURE RANGE:  -65�$�C TO +165�$�C    
 

INTERFACE PER
MIL-STD-348
SERIES:BNC JACK
75 OHMS

5/8" HEX

1/2-28UNEF-2A
THREAD

LOCK WASHER, HEX & SPANNER NUT
ARE NOT SHOWN

RECOMMENDED PCB
HOLE DIMENSIONS

SCALE  2.000

LOCK WASHER, HEX & SPANNER NUT
ARE NOT SHOWN

RECOMMENDED MOUNTING
HOLE DIMENSIONS
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