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SPRING LOAD
IN WORKING POSITION: 1.5 N

Dimensions of pogo pin:

VIEW SHOWING ACCESS AREA FOR POGO PIN

SURFACE: Au>= 1m 170-200Hv

PART NUMBERFINISH
FINISH

INDICATOR

1924782-12

1924782-23NONE

 MATERIAL: COPPER ALLOY

 FINISH: PRE-PLATED WITH 1.00µm MIN TIN-SILVER PLATE.
    (APPLIES TO CONTACT ALL OVER)

 FINISH: PRE-PLATED WITH 2.00µm MIN TIN.
    (APPLIES TO CONTACT ALL OVER)

 FINISH: PRE-PLATED WITH 3.00µm MIN SILVER IN CONTACT
    AREA. SILVER FLASH OVER REMAINDER OF PART.

 5. DIE FEED IS 8.00mm

 OPTIMOL (UNDILUTED) LUBRICATION IN THIS AREA.

 7. TERMINAL CRIMPED TO CABLE WITH OUTSIDE DIAMETER
    GREATER THAN 2.06mm IS NOT APPROVED FOR USE WITH
    STANDARD GET CIRCUIT CAVITY DESIGN.

 8. FOR SILVER PLATING ON P/N 1924782-3, TARNISH IS
    ACCEPTABLE. ELECTRICAL PERFORMANCE IS NOT AFFECTED
    BY TARNISH ON ANY OF THE SILVER PLATED SURFACES OF
    THE TERMINAL.
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